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A careful search has "been made this day for the 
original drawing or a photolithographic copy of the same, 
for the purpose of reproducing the said drawing to form a 
part of this "book, hut at this time nothing can be found 
from which a reproduction can he made. 
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BANCROFT WOODCOCK, OP MOUNT PLEASANT, PENNSYLVANIA. 
IMPROVEMENT IN PLOWS. 

Specification forming part of Letters Patent No. 233, dated June 14, 1837. 



To all ivJiom it may concern : 

Be it known that I, Bancroft Woodcock, 
of Mount Pleasant, in the county of Westmore- 
land and State of Pennsylvania, have invented 
certain Improvements in Plows; and I do here- 
by declare that the following is a full and ex- 
act description thereof. 

The share which I use is the same in its gen- 
eral form as that described by me in the speci- 
fication annexed to Letters Patent granted to 
me on the 23d day of November, 1S3C ; but it 
differs therefrom in its transverse section a b, 
Figure 2, through the part represented by the 
dotted line a b, Fig. 1. The face on each side 
has its surface flat from each cutting-edge to 
a shoulder, represented by the line c d on one 
side and on the opposite side by the dotted 
line ef. By this means I am enabled to make 
the share so thin throughout its width that as 
it wears up toward the mold-board it is still 
sufficiently soon its edge to pass freely through 
the ground. It has two holes, a;*', through it, 
by one or the other of which it is bolted to the 
mold-board. 

Fig. 3 is a view of the landside of my plow, 
within a recess or depression in which I place 
a reversing cutter, g g g, the general form of 
which is that of a triangle, either end of which 
may be turned forward, so as to constitute the 
cutting- edge formed by the junction of the 
mold-board and landside of the plow. This re- 
versing cutter may be fastened in its place by 
making it hollow, so as to receive the part h 
of the landside, allowing spaceenough between 
the piece A and the cutter .to insert a wedge or 
wedges, i. The edges of ft are made dovetail- 
ing or beveled, tc alip the inner edges of g and 
hold it firmly against the landside when wedged. 
One of the edges of g may reach to the bottom 
of the landside; or it may stand a little above 



it, having the strip of iron j below it, which 
strip in this case forms a side of the recess. 

I have also made an improvement in the 
manner of making the renewable point. For 
the mode in which I formerly made it I refer 
to the description thereof in the Letters Pat- 
ent above named. I now prepare a V -formed 
piece of iron or steel, which fits onto the shank 
7c, Fig. 3, embracing it on both sides, as shown 
at 1 1, and fastened to it by a rivet passing 
through the whole. The renewable point is 
thus rendered more permanent than upon the 
the former plan, and the shank is perfectly pro- 
tected from grinding out in wear. 

In order to secure the landside to the mold- 
board, 1 cast the fitting parts with dovetail 
junctures in such a way as that, when secured 
together by wedges passed between cheeks 
adapted to that purpose, the parts interlock, 
and are retained firmly in their places. 

What I claim in referenca to the share is — 

1. Making it with plain surfaces instead of 
curved ones, in the manner described, con- 
tinuing such surfaces to the shoulder on each 
side, so as to leave the metal throughout so 
thin that when it wears off by use the share 
will still present a thin edge to the ground. 

2. The reversing cutter, received into a re- 
cess or the landside and capable of having 
either of its edges presented forward, so as to 
form the cutting-edge of the plow, and secured 
in its place on the landside by a wedge or 
wedges, or in any other manner which may be 
preferred. 

3. The mode of forming the renewable point, 
as herein specificallv set forth. 

BANCROFT WOODCOCK. < 

Witnesses: 

Thos. P. Jones, 
M. B. Jones. 



